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MTB102 

· APPLICATIONS

Specially designed for Rotary Cutter applications in the Biscuit industry. Also suitable

for general purpose lightweight conveying in the Confectionery ,Biscuit and other Food Industries. Is particularly useful for count line marshalling to packing machines.
· CONSTRUCTION

Single ply monofilament polyester with White High Gloss finish micro-crack free Polyurethane top surface that meets current F.D.A. regulations for use in contact with Foodstuffs and having a Polyurethane skim on reverse. 

· OPERATIONAL RECOMMENDATIONS
	Maximum working load
	10 Kg/cm  +/- 1 Kg/cm.

	Minimum pulley dia
	6mm Knife Edge

	Temperature range
	-10 deg C to +80 deg C.

	Maximum belt speed
	4m/sec not exceeding 6 trips / min.

	Take up provision
	2 cm per meter length.


· PHYSICAL PROPERTIES
	Tensile strength
	100 kg/cm +/- 10 kg/cm

	Load at 1% elongation
	9kg/cm +/- 1 kg/cm

	Weight of belt
	0.85 kg/sqm +/- 0.1 kg/sqm

	Thickness of belt
	0.8 mm +/- 0.1 mm

	Coefficient of friction to steel drum
	0.3

	Maximum roll size
	200 m  x 2000mm


· CHEMICAL PROPERTIES


Resistant to :

Mineral and vegetable oils and fats, weak acids and 




alkalis, detergents and some solvents.


Not resistant to:

Ketonic and chlorinated solvents.

· JOINTING

Diagonal single finger joint using PU film. Press at 170’C.

· FASTENERS


Not recommended.

